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CPU
EM8621L Auto play type

Memory
Flash 16MB

SDRAM 64MB

Storage
USB Memory

USB 2.0 Host

CF Card

256Mbyte ~ 5Gbyte

2.5 inch HDD

2.5 inch HDD generally
used in Notebook

VIDEO Outpit
Output port

DIV, VGAA(D-Sub), S-Video

VGA Out resolution

1024x768, 1280x1024
1366x768, 1920x1080

Audio Output
EM8621L Auto play type

Networking
10/100 Mbps Wired LAN

802.11b/g Wireless LAN, Using Mini-PCI interface

PC104 interface for 3G interface

IR Receiver
Ir remote controller receiver

Status LED
Power, LAN Link/Act, CF, 2 status check LED

Power
DC 12V/3A

Operationg current
Standby 0.33A@12V, Working 0.38A@12V

Dimension of board
190mm x 150mm x 30mm
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Video format support
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MPEG2
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- 1920x1080i30, 1920x1080p30,
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1280x720p60, 720x576p or less
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MPEG4
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- AVI, Xvid, DivX 3.11 / 4.x, 5.x
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- 1280x720p30, 720x576p or less
[image: image12.png]


WMV9
[image: image13.png]


- 1280x720p30m 720x576p or less
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- 1440x816p24 (2.35:1 anamorphic movie)
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- 1440x1040p24 (1.85:1 anamorphic movie) 
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Photo format support
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JPEG, BMP, PNG
[image: image18.png]


Support slide effect and background music 
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Audio format support
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WMA, MP3, WAV
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Auto start playing advertise contents after
power-up
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Remote management with internet
connection
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Playlist Support
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Scheduling support
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Slide effect for advertising effect
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Support background music
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Support adverstising description message
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Kepping adverstising contents
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Easy file management for internal storage
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Support real-time clock (RTC)
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Control OSD message
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File sorting

[image: image34.png]



[image: image35.png]>PC2




[image: image36.png]



[image: image37.png] Standard PC (XPOP public) / Dell Vostro™ 220s Slimtower




CPU
Intel® Pentium® Dual Core E5200 (2.5GHz)

Cache
2MB L2 cache

Chipset
Intel® G45 Express Chipset

Memory
1GB(1GB x 1) (DDR2 800Mhz)DIMM (2DIMM Slot)

VGA
Intel® GMA X4500HD (RGB)
256MB ATI RadeonTM HD3450 (DVI, HDMI) Option(Add ￦88,000)

NIC
Realtek RTL8111C 10/100/1000

HDD
80GB (7200rpm) SATA II HDD

ODD
16x DVD-RAM Drive

FDD
None

Bay
(1) 3.5" external bay, (1) 5.25" external bay, (2) 3.5" internal bay

PCI Slot
(2) low profile PCI slot, (1) low profile PCI Express x1 slot
(1) low profile PCI Express x16 (ADD2/SDVO) slot

Rear I/O
(4) USB 2.0, (1) standard serial port, (1) parallel port, (2) PS/2, (1) RJ-45, 
(1) VGA, (1) Audio in, (1) Audio out, (1) Line-in

Front I/O
(2) USB 2.0, headphone and microphone

Keyboard, Mouse
standard Keyboard & Optical wheel Mouse

Power Supply
250W, 115.230VAC(Swich) 50/60Hz

OS
Windows Vista® Home Basic

Warrant
1 Year (Service previously available at world wide service)

Chassis Dimensions
(354 x 100 x 408 mm) (H x W x D)

Price
On request
Delivery
It takes 10 days after order
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CPU
Intel® Pentium® Dual Core E5200 (2.5GHz)

Cache
2MB L2 cache

Chipset
Intel® G31 Express Chipset (ICH7)

Memory
1GB(1 x 1024) NECC DDR2 800Mhz SDRAM Memory

VGA
Intel® Graphics Media Accelerator 3100 (RGB)
256MB ATI RadeonTM HD2400 Pro Single DVI + TV support
Option(Add ￦148,500)

NIC
Broadcom (BCM5784M) Gigabit1 LAN 10/100/1000 (WOL, PXE)
HDD
160GB (7200rpm) SATA HDD

ODD
16x DVD-RAM Drive

FDD
None

Bay
(1) 3.5" external bay, (1) 5.25" external bay, (2) 3.5" internal bay

PCI Slot
(2) low profile PCI slot, (1) low profile PCI Express x16 (ADD2/SDVO) slot

Rear I/O
(4) USB 2.0, (1) standard serial port, (1) parallel port, (2) PS/2, (1) RJ-45, 
(1) VGA, (1) Audio in, (1) Audio out

Front I/O
(2) USB 2.0, headphone and microphone

Keyboard, Mouse
standard Keyboard & Optical wheel Mouse

Power Supply
235W, 85PLUS Power Supply

OS
Windows Vista® Business(32-bit)

Warrant
3 Year (Service previously available at world wide service)

Chassis Dimensions
(397 x 116 x 361 mm) (H x W x D)

Price
On request
Delivery
It takes 10 days after order
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CPU
Intel® Core 2 Duo E8300 Processor (2.83GHz, 1333-Mhz FSB)

Cache
6MB L2 cache

Chipset
Intel® Q35 Express Chipset

Memory
1GB(1GB x 1)PC2-6400 (DDR2 800Mhz) DIMM(4DIMMs Slot)

VGA
Integrated Intel Graphics Media Accelerator 3100

NIC
Intel 82566KM Gigabit Network Connection(intergrated on system board)

HDD
250GB SATA 3.0Gb-s Hard Drive (8MB Cache, 7200RPM, NCQ Smart IV)

ODD
HP SATA SuperMulti LightScribe DVD Writer Drive

FDD
None

Bay
(1) 3.5" external bay, (1) 5.25" external bay, (2) 3.5" internal bay

PCI Slot
(2) low profile PCI slot, (1) low profile PCI Express x1 slot, 
(1) low profile PCI Express x16 (ADD2/SDVO) slot, (2) fullheight PCI slots
optional (require PCI riser card)

Rear I/O
(4) USB 2.0, (1) standard serial port, (1) parallel port, (2) PS/2, (1) RJ-45, 
(1) VGA, (1) Audio in, (1) Audio out

Front I/O
(2) USB 2.0, headphone and microphone

Keyboard, Mouse
standard Keyboard & Optical wheel Mouse

Power Supply
240-watt or 240-watt 80 PLUS® power supply, 80% effcient,
Active Power Factor Correction (PFC)

OS
Windows Vista® Business 32

Warrant
3 - 3 - 3 (world wide service)

Chassis Dimensions
(100.3 x 337.8 x 378.5 mm) (H x W x D)
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CPU
Intel® Core 2 Qurd Q9550 (2.83GHz)

Cache
12MB L2 cache

Chipset
Intel® G35 Chipset

Memory
2GB(1GB x 1)PC2-6400 (DDR2 800Mhz) DIMM(4DIMMs Slot)

VGA
Matrox Qudro P69p plus Qurd

NIC
Intel 82566DC Gigabit Network Connection(intergrated on system board)

HDD
250GB SATA HDD 7200RPM

ODD
DVD RW Multi ODD LG

FDD
None

Bay
(1) 3.5" external bay, (1) 5.25" internal bay, (2) 3.5" external bay

PCI Slot
(1) PCI-Express x16, (1) PCI, (1) PCI Express x1, (2) E-IDE, (4) S-ATA 2/300

Rear I/O
(4) USB 2.0, (2) PS/S, (1) VGA, (2) DVI, (1) RJ-45, 
(1) 5.1 Channel sound output, (1) IEEE 1394

Front I/O
(2) USB 2.0, headphone and microphone, (1) IEEE 1394

Keyboard, Mouse
XBOARD Wireless Optical

Power Supply
MICRONICS 430W

OS
Windows XP Pro DSP

Warrant
1 Year

Chassis Dimensions
(426 x 192 x 482 mm) (H x W x D)




